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7. Power on the controller. The power light on the Airlink device should illuminate.


8. Contact site inpector to activate wireless service. This should be done at least one week prior to the Calsense
controller inspection.


Calsense Controller - Third Party Communications Installation


1. Ensure all Calsense components are installed and functional. Power down the controller.


2. Ensure the GR Stubby antenna is mounted on top of the controller. If it is not mounted, a 1/2" hole must be               
drilled to insert the antenna into the top right-hand corner of the cabinet. (see picture)


3. Attach Sierra Wireless Airlink device to the rear of the Calsense control board, next to the pre-installed
Calsense modem. Ensure enough space is given for the power and ethernet connectors. (see picture)


4. Attach GR Stubby antenna cable to Airlink device on "Cellular" port. (see picture)
5. Attach ethernet cable to the "Ethernet" ports on both the Airlink device and Calsense 
modem. (see picture)
6. Attach the AC adapter to the "DC Power" port on the Airlink device, then plug into one of the 
power outlets on the lower half of the controller. (see picture)























City of Roseville, Parks, Recreation & Libraries 
Water Audit Guidelines 


 


Coverage Tests and Irrigation Audits for City of Roseville Parks and Streetscapes   


 


Purpose: 


• Maximize irrigation water efficiency by ensuring proper installation and 
functioning of irrigation system as designed.  


• Analyze water requirements and irrigation use in the context of each site’s unique 
conditions. 


• Develop irrigation schedules based on water requirements, quality and 
availability. 


• Make maintenance recommendations to keep the irrigation system working 
reliably and cost effectively. 


Coverage Tests: 


• Prior to planting, the Contractor shall perform a coverage test to confirm that 
water coverage is complete and adequate, and produces no overspray onto 
hardscapes. 


• Performed on the entire irrigation system and in the presence of the Parks 
Inspector.   


• The irrigation system must be connected to the City water system through the 
water meter.  Temporary connections are not allowed. 


• For park projects with turf: 
o Survey of the Distribution Uniformity (Low Quarter) of each irrigation zone 


containing turf to be performed prior to planting of turf. 
o The irrigation system must be 100% complete, including functionality of 


the irrigation controller and booster pump, if present. 
o Reported deficiencies in Distribution Uniformity may require corrective 


measures prior to approval of turf planting. 


Irrigation Audits: 
  


• A landscape irrigation audit shall be performed after all landscape and irrigation 
is installed and 100% complete. 


• All landscape irrigation audits shall be conducted by a third party certified 
landscape irrigation auditor. Landscape audits shall not be conducted by the 
person who designed the landscape or installed the landscape. 


• The water audit shall conform to the specific water audit requirements of the City 
of Roseville Environmental Utilities Department, and any supplemental 
requirements from the City of Roseville Parks, Recreation & Libraries 







City of Roseville, Parks, Recreation & Libraries 
Water Audit Guidelines 


Department. The contractor shall submit a comprehensive landscape irrigation 
audit. This shall include, but is not limited to: 


o A completed Field Audit Submission Package  (City of Roseville 
provided forms only)  


o Complete system evaluation, including site conditions, system and flow 
data.  


o Scheduling parameters used to set the irrigation controller.  
o An Irrigation schedule for the landscape provided to the owner.  


• A minimum of 25% of all zones shall be audited.  The 25% minimum shall be a 
representative sample of each irrigation method present (i.e. Rotors, bubblers, 
rotary nozzles, drip, etc.), and is in addition to any turf zones audited during the 
coverage test. 


• Any deficiencies noted in the audit report such as, but not limited to, run-off, 
overspray, obstruction of spray patterns, etc., shall be corrected and signed off 
as such by the original irrigation auditor prior to submission of the report.  Do not 
submit audit reports with uncorrected deficiencies.  
 


Best Management Practices for Preparing for a Water Audit                                            


System tune-up • Level and adjust sprinkler heads flush 
with finish grades or as outlined in the 
Parks Construction Standards. 


• Flush all nozzles, unplug any plugs. 
• Adjust spray patterns to eliminate 


overspray over hardscapes, fences and 
walls. 


• Double check all heads are matched 
precipitation rates per station. 


Calculate correct run times.  
 
Develop water schedules based on weather 
and/or fine tune the water schedules 


• Recognize that each station’s 
performance will vary.  Adjust schedules 
outlined in the approved plans 
accordingly. 


• Reflect changes in actual site conditions 
and microclimates. 


• Make notations of schedule adjustments 
on the as-built plans. 


Test operating pressures • Test pressure at the point of connection 
(after the backflow), middle of the 
system and at the end of the system. 


• Consider pressure changes at build-out. 
*excerpted from “Certified Landscape Irrigation Auditor” book by the Irrigation Association. 
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