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NOTES  1. ALLEY ENTRANCE SHALL CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A" ALLEY ENTRANCE SHALL CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A"  ENTRANCE SHALL CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A" ENTRANCE SHALL CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A"  SHALL CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A" SHALL CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A"  CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A" CONFORM TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A"  TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A" TO DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A"  DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A" DESIGN STANDARD DRAWING ST-20 OR ST-21 WITH "A"  STANDARD DRAWING ST-20 OR ST-21 WITH "A" STANDARD DRAWING ST-20 OR ST-21 WITH "A"  DRAWING ST-20 OR ST-21 WITH "A" DRAWING ST-20 OR ST-21 WITH "A"  ST-20 OR ST-21 WITH "A" ST-20 OR ST-21 WITH "A"  OR ST-21 WITH "A" OR ST-21 WITH "A"  ST-21 WITH "A" ST-21 WITH "A"  WITH "A" WITH "A"  "A" "A" EQUAL TO 25 FEET. 2. TRANSITION FROM DRIVEWAY TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF TRANSITION FROM DRIVEWAY TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF  FROM DRIVEWAY TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF FROM DRIVEWAY TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF  DRIVEWAY TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF DRIVEWAY TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF  TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF TO ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF  ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF ALLEY SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF  SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF SHALL BE MADE BETWEEN BACK OF WALK AND RIGHT OF  BE MADE BETWEEN BACK OF WALK AND RIGHT OF BE MADE BETWEEN BACK OF WALK AND RIGHT OF  MADE BETWEEN BACK OF WALK AND RIGHT OF MADE BETWEEN BACK OF WALK AND RIGHT OF  BETWEEN BACK OF WALK AND RIGHT OF BETWEEN BACK OF WALK AND RIGHT OF  BACK OF WALK AND RIGHT OF BACK OF WALK AND RIGHT OF  OF WALK AND RIGHT OF OF WALK AND RIGHT OF  WALK AND RIGHT OF WALK AND RIGHT OF  AND RIGHT OF AND RIGHT OF  RIGHT OF RIGHT OF  OF OF WAY. VARIATION FROM THIS MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR  VARIATION FROM THIS MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR VARIATION FROM THIS MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR  FROM THIS MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR FROM THIS MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR  THIS MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR THIS MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR  MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR MAY REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR  REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR REQUIRE DEDICATION OF ADDITIONAL RIGHT OF WAY FOR  DEDICATION OF ADDITIONAL RIGHT OF WAY FOR DEDICATION OF ADDITIONAL RIGHT OF WAY FOR  OF ADDITIONAL RIGHT OF WAY FOR OF ADDITIONAL RIGHT OF WAY FOR  ADDITIONAL RIGHT OF WAY FOR ADDITIONAL RIGHT OF WAY FOR  RIGHT OF WAY FOR RIGHT OF WAY FOR  OF WAY FOR OF WAY FOR  WAY FOR WAY FOR  FOR FOR TRANSITION. 3. SEE SECTION 7-4 OF THESE STANDARDS FOR STREET PAVEMENT REQUIREMENTS. SEE SECTION 7-4 OF THESE STANDARDS FOR STREET PAVEMENT REQUIREMENTS. 4. ALL CONCRETE TO BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE ALL CONCRETE TO BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE  CONCRETE TO BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE CONCRETE TO BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE  TO BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE TO BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE  BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE  "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE  CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE  AS DEFINED IN SECTION 71-5B OF THESE AS DEFINED IN SECTION 71-5B OF THESE  DEFINED IN SECTION 71-5B OF THESE DEFINED IN SECTION 71-5B OF THESE  IN SECTION 71-5B OF THESE IN SECTION 71-5B OF THESE  SECTION 71-5B OF THESE SECTION 71-5B OF THESE  71-5B OF THESE 71-5B OF THESE  OF THESE OF THESE  THESE THESE STANDARDS.



AutoCAD SHX Text

EDGE OF PAVEMENT



AutoCAD SHX Text

C



AutoCAD SHX Text

L



AutoCAD SHX Text

CONCRETE SIDEWALK



AutoCAD SHX Text

R/W LINE



AutoCAD SHX Text

A



AutoCAD SHX Text

A



AutoCAD SHX Text

2" X 8" REDWOOD HEADER BOTH SIDES



AutoCAD SHX Text

SECTION A-A



AutoCAD SHX Text

ALLEY



AutoCAD SHX Text

SEE NOTE 3



AutoCAD SHX Text

8" "MINOR CONCRETE" 



AutoCAD SHX Text

3.0



AutoCAD SHX Text

%



AutoCAD SHX Text

2



AutoCAD SHX Text

1



AutoCAD SHX Text

FLOW LINE GUTTER



AutoCAD SHX Text

"A"



AutoCAD SHX Text

PUBLIC WORKS DIRECTOR



AutoCAD SHX Text

SCALE: NONE   REVISED: FEBRUARY 2021  DRAWN BY: N. SIVIGLIA  APPROVED BY: JASON SHYKOWSKI 



AutoCAD SHX Text

JASON SHYKOWSKI



AutoCAD SHX Text

C



AutoCAD SHX Text

L











AutoCAD SHX Text

DEPARTMENT OF



AutoCAD SHX Text

PUBLIC WORKS



AutoCAD SHX Text

MINOR RESIDENTIAL STREETS  ATTACHED SIDEWALK



AutoCAD SHX Text

ST-2



AutoCAD SHX Text

2:1 MAX



AutoCAD SHX Text

2:1 MAX



AutoCAD SHX Text

2.0%



AutoCAD SHX Text

2.0%



AutoCAD SHX Text

2%



AutoCAD SHX Text

2%



AutoCAD SHX Text

R/W



AutoCAD SHX Text

C



AutoCAD SHX Text

L



AutoCAD SHX Text

P.U.E/T.C.E



AutoCAD SHX Text

12.5'



AutoCAD SHX Text

P.U.E/T.C.E



AutoCAD SHX Text

12.5'



AutoCAD SHX Text

R/W



AutoCAD SHX Text

NOTES: 1. SEE SECTION 7-4 OF THESE STANDARDS FOR STREET PAVEMENT REQUIREMENTS. SEE SECTION 7-4 OF THESE STANDARDS FOR STREET PAVEMENT REQUIREMENTS. 2. CURB AND GUTTER TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  CURB AND GUTTER TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   AND GUTTER TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  AND GUTTER TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   GUTTER TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  GUTTER TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  TO BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  BE "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  "TYPE 1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  1" (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  (ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.   TO SINGLE FAMILY RESIDENTIAL LOTS.  TO SINGLE FAMILY RESIDENTIAL LOTS.   SINGLE FAMILY RESIDENTIAL LOTS.  SINGLE FAMILY RESIDENTIAL LOTS.   FAMILY RESIDENTIAL LOTS.  FAMILY RESIDENTIAL LOTS.   RESIDENTIAL LOTS.  RESIDENTIAL LOTS.   LOTS.  LOTS.  "TYPE 2" (ST-17) AT ALL OTHER LOCATIONS.   3. SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  ON COMPACTED NATIVE SOIL OR 4" THICKNESS ON COMPACTED NATIVE SOIL OR 4" THICKNESS  COMPACTED NATIVE SOIL OR 4" THICKNESS COMPACTED NATIVE SOIL OR 4" THICKNESS  NATIVE SOIL OR 4" THICKNESS NATIVE SOIL OR 4" THICKNESS  SOIL OR 4" THICKNESS SOIL OR 4" THICKNESS  OR 4" THICKNESS OR 4" THICKNESS  4" THICKNESS 4" THICKNESS  THICKNESS THICKNESS WITH 4" COMPACTED AGGREGATE BASE.   4. PRIVATE STREET SECTION'S WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK PRIVATE STREET SECTION'S WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK  STREET SECTION'S WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK STREET SECTION'S WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK  SECTION'S WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK SECTION'S WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK  WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK WIDTH CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK  CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK CAN BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK  BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK BE REDUCED BY 4-FEET BY ELIMINATING SIDEWALK  REDUCED BY 4-FEET BY ELIMINATING SIDEWALK REDUCED BY 4-FEET BY ELIMINATING SIDEWALK  BY 4-FEET BY ELIMINATING SIDEWALK BY 4-FEET BY ELIMINATING SIDEWALK  4-FEET BY ELIMINATING SIDEWALK 4-FEET BY ELIMINATING SIDEWALK  BY ELIMINATING SIDEWALK BY ELIMINATING SIDEWALK  ELIMINATING SIDEWALK ELIMINATING SIDEWALK  SIDEWALK SIDEWALK FROM ONE SIDE OF THE STREET WITH THE APPROVAL OF CITY ENGINEER.  5. P.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENT P.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENT 6. P.A.E - PEDESTRIAN ACCESS EASEMENT P.A.E - PEDESTRIAN ACCESS EASEMENT 
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NOTES:  1. SEE SECTION 7-4 OF THE DESIGN STANDARDS FOR STREET PAVEMENT REQUIREMENTS. SEE SECTION 7-4 OF THE DESIGN STANDARDS FOR STREET PAVEMENT REQUIREMENTS. 2. CURB AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. CURB AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  TO SINGLE FAMILY RESIDENTIAL LOTS. TO SINGLE FAMILY RESIDENTIAL LOTS.  SINGLE FAMILY RESIDENTIAL LOTS. SINGLE FAMILY RESIDENTIAL LOTS.  FAMILY RESIDENTIAL LOTS. FAMILY RESIDENTIAL LOTS.  RESIDENTIAL LOTS. RESIDENTIAL LOTS.  LOTS. LOTS. "TYPE 2"(ST-17) AT ALL OTHER LOCATIONS 3. SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  ON COMPACTED NATIVE SOIL OR 4" THICKNESS ON COMPACTED NATIVE SOIL OR 4" THICKNESS  COMPACTED NATIVE SOIL OR 4" THICKNESS COMPACTED NATIVE SOIL OR 4" THICKNESS  NATIVE SOIL OR 4" THICKNESS NATIVE SOIL OR 4" THICKNESS  SOIL OR 4" THICKNESS SOIL OR 4" THICKNESS  OR 4" THICKNESS OR 4" THICKNESS  4" THICKNESS 4" THICKNESS  THICKNESS THICKNESS WITH 4" COMPACTED AGGREGATE BASE. 4. P.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENT P.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENT 
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NOTES:  1. SEE SECTION 7-4 OF THE DESIGN STANDARDS FOR STREET PAVEMENT REQUIREMENTS. SEE SECTION 7-4 OF THE DESIGN STANDARDS FOR STREET PAVEMENT REQUIREMENTS. 2. CURB AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. CURB AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  TO SINGLE FAMILY RESIDENTIAL LOTS. TO SINGLE FAMILY RESIDENTIAL LOTS.  SINGLE FAMILY RESIDENTIAL LOTS. SINGLE FAMILY RESIDENTIAL LOTS.  FAMILY RESIDENTIAL LOTS. FAMILY RESIDENTIAL LOTS.  RESIDENTIAL LOTS. RESIDENTIAL LOTS.  LOTS. LOTS. "TYPE 2"(ST-17) AT ALL OTHER LOCATIONS 3. SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  ON COMPACTED NATIVE SOIL OR 4" THICKNESS ON COMPACTED NATIVE SOIL OR 4" THICKNESS  COMPACTED NATIVE SOIL OR 4" THICKNESS COMPACTED NATIVE SOIL OR 4" THICKNESS  NATIVE SOIL OR 4" THICKNESS NATIVE SOIL OR 4" THICKNESS  SOIL OR 4" THICKNESS SOIL OR 4" THICKNESS  OR 4" THICKNESS OR 4" THICKNESS  4" THICKNESS 4" THICKNESS  THICKNESS THICKNESS WITH 4" COMPACTED AGGREGATE BASE. 4. P.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENT P.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENT 5. P.A.E - PEDESTRIAN ACCESS EASEMENTP.A.E - PEDESTRIAN ACCESS EASEMENT



AutoCAD SHX Text

2:1 MAX



AutoCAD SHX Text

2:1 MAX



AutoCAD SHX Text

2.0%



AutoCAD SHX Text

2%



AutoCAD SHX Text

R/W



AutoCAD SHX Text

C



AutoCAD SHX Text

L



AutoCAD SHX Text

P.U.E/T.C.E



AutoCAD SHX Text

12.5'



AutoCAD SHX Text

2.0%



AutoCAD SHX Text

2%



AutoCAD SHX Text

P.U.E/T.C.E



AutoCAD SHX Text

12.5'



AutoCAD SHX Text

R/W



AutoCAD SHX Text

PRIMARY RESIDENTIAL STREETS  ATTACHED SIDEWALK



AutoCAD SHX Text

PUBLIC WORKS DIRECTOR



AutoCAD SHX Text

SCALE: NONE   REVISED: FEBRUARY 2021  DRAWN BY: J MCKINNEY  APPROVED BY: JASON SHYKOWSKI 



AutoCAD SHX Text

JASON SHYKOWSKI







AutoCAD SHX Text

DEPARTMENT OF



AutoCAD SHX Text

PUBLIC WORKS



AutoCAD SHX Text

PRIMARY RESIDENTIAL STREETS DETACHED SIDEWALK



AutoCAD SHX Text

ST-5



AutoCAD SHX Text

NOTES:  1. SEE SECTION 7-4 OF THE DESIGN STANDARDS FOR STREET PAVEMENT REQUIREMENTS. SEE SECTION 7-4 OF THE DESIGN STANDARDS FOR STREET PAVEMENT REQUIREMENTS. 2. CURB AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. CURB AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. AND GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. GUTTER TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. TO BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. BE "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. "TYPE 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. 1"(ST-17) ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS. ADJACENT TO SINGLE FAMILY RESIDENTIAL LOTS.  TO SINGLE FAMILY RESIDENTIAL LOTS. TO SINGLE FAMILY RESIDENTIAL LOTS.  SINGLE FAMILY RESIDENTIAL LOTS. SINGLE FAMILY RESIDENTIAL LOTS.  FAMILY RESIDENTIAL LOTS. FAMILY RESIDENTIAL LOTS.  RESIDENTIAL LOTS. RESIDENTIAL LOTS.  LOTS. LOTS. "TYPE 2"(ST-17) AT ALL OTHER LOCATIONS 3. SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS SIDEWALK TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS TO HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS HAVE EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS EITHER THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS OF 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS 6" ON COMPACTED NATIVE SOIL OR 4" THICKNESS  ON COMPACTED NATIVE SOIL OR 4" THICKNESS ON COMPACTED NATIVE SOIL OR 4" THICKNESS  COMPACTED NATIVE SOIL OR 4" THICKNESS COMPACTED NATIVE SOIL OR 4" THICKNESS  NATIVE SOIL OR 4" THICKNESS NATIVE SOIL OR 4" THICKNESS  SOIL OR 4" THICKNESS SOIL OR 4" THICKNESS  OR 4" THICKNESS OR 4" THICKNESS  4" THICKNESS 4" THICKNESS  THICKNESS THICKNESS WITH 4" COMPACTED AGGREGATE BASE. 4. P.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENTP.U.E/T.C.E - PUBLIC UTILITY EASEMENT / TRAFFIC CONTROL EASEMENT
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(ADJACENT TO UNIRRIGATED AREAS) 
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:0 
J! 


tr
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dJ".c-' 7 ;j 
STATE "TYPE A" HIGH DIKE 


(ASPHALT CONCRETE DIKE) 


36"


#5 REBAR GRADE 60 CONTINUOUS. 
SE 3" DOBIES (REBAR SPACERS) 


WITH WIRE TIES AT 3' CENTERS. 


AGGREGATE 
BASE/SUBBASE 
LIMElCEMENT 
TREATED BASE 


DEPRESS 1 1/2" 18" 


1 'WIDE x t THICK NO GROWTH AREA 


O�IRRIGATION
JOINT LOCATION 


3" 


NOTE: CUTOFF WALL MAY EXTEND UP TO PAVEMENT 
SURFACE OR AS SHOWN ABOVE. 


TYPE 2 BARRIER CURB 
(ADJACENT TO IRRIGATED AREAS) 


36 INCH VALLEY GUTTER 


(ALLEYS ONLY) 


MARC STOUT
CITY ENGINEER 


�, 


ROSEVILLE DEVELOPMENT SERVICES 
DEPARTMENT 


NOTES: 


1. ALL CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-58 OF THESE
STANDARDS UNLESS OTHERWISE NOTED.


2. TOOL JOINTS" SEE DETAIL ST-17.
3. 4" THICK CONCRETE SLURRY CUTOFF WALL REQUIRED ADJACENT TO IRRIGATED AREAS, AS


ALLOWED PER THE CITY'S WATER EFFICIENT LANDSCAPE ORDINANCE. 


C ALIFO R NIA 


SCALE: NONE 


BARRIER CURBS 


AND 


VALLEY GUTTERS 


REVISED: JANUARY 1, 2020 
DRAWN BY: R MEDINA 
APPROVED BY: MARC STOUT 


ST-18 







AutoCAD SHX Text

DEPARTMENT OF



AutoCAD SHX Text

PUBLIC WORKS



AutoCAD SHX Text

ACCELERATION LANE FOR  FREE RIGHTS



AutoCAD SHX Text

ST-19



AutoCAD SHX Text

82'



AutoCAD SHX Text

62'



AutoCAD SHX Text

DETAIL



AutoCAD SHX Text

38



AutoCAD SHX Text

1



AutoCAD SHX Text

4



AutoCAD SHX Text

2



AutoCAD SHX Text

TYPE 1



AutoCAD SHX Text

K-4 MARKER (WHITE)



AutoCAD SHX Text

8" BARRIER CURB



AutoCAD SHX Text

2



AutoCAD SHX Text

3



AutoCAD SHX Text

3



AutoCAD SHX Text

3



AutoCAD SHX Text

K-4 MARKER (WHITE)



AutoCAD SHX Text

2



AutoCAD SHX Text

5



AutoCAD SHX Text

(TYP)



AutoCAD SHX Text

A



AutoCAD SHX Text

A



AutoCAD SHX Text

3



AutoCAD SHX Text

PAVEMENT



AutoCAD SHX Text

2



AutoCAD SHX Text

SECTION A-A



AutoCAD SHX Text

4



AutoCAD SHX Text

NOTES: 1. 1% TO 2% SLOPE SHALL BE MAINTAINED. 1% TO 2% SLOPE SHALL BE MAINTAINED. 2. 3' X 4' DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE 3' X 4' DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE  X 4' DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE X 4' DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE  4' DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE 4' DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE  DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE DETECTABLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE  WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE WARNING PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE  PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE PANEL PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE  PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE PER SECTION 71-5.E. OF THE CITY OF ROSEVILLE  SECTION 71-5.E. OF THE CITY OF ROSEVILLE SECTION 71-5.E. OF THE CITY OF ROSEVILLE  71-5.E. OF THE CITY OF ROSEVILLE 71-5.E. OF THE CITY OF ROSEVILLE  OF THE CITY OF ROSEVILLE OF THE CITY OF ROSEVILLE  THE CITY OF ROSEVILLE THE CITY OF ROSEVILLE  CITY OF ROSEVILLE CITY OF ROSEVILLE  OF ROSEVILLE OF ROSEVILLE  ROSEVILLE ROSEVILLE CONSTRUCTION STANDARDS. FLAT SURFACES SHALL BE FLUSH WITH CONCRETE AND ADJACENT  STANDARDS. FLAT SURFACES SHALL BE FLUSH WITH CONCRETE AND ADJACENT STANDARDS. FLAT SURFACES SHALL BE FLUSH WITH CONCRETE AND ADJACENT  FLAT SURFACES SHALL BE FLUSH WITH CONCRETE AND ADJACENT FLAT SURFACES SHALL BE FLUSH WITH CONCRETE AND ADJACENT  SURFACES SHALL BE FLUSH WITH CONCRETE AND ADJACENT SURFACES SHALL BE FLUSH WITH CONCRETE AND ADJACENT  SHALL BE FLUSH WITH CONCRETE AND ADJACENT SHALL BE FLUSH WITH CONCRETE AND ADJACENT  BE FLUSH WITH CONCRETE AND ADJACENT BE FLUSH WITH CONCRETE AND ADJACENT  FLUSH WITH CONCRETE AND ADJACENT FLUSH WITH CONCRETE AND ADJACENT  WITH CONCRETE AND ADJACENT WITH CONCRETE AND ADJACENT  CONCRETE AND ADJACENT CONCRETE AND ADJACENT  AND ADJACENT AND ADJACENT  ADJACENT ADJACENT PAVEMENT BORDER AROUND PANEL SHALL BE 6" ADJACENT PAVEMENT (TYP) 3. "STAMPED CONCRETE" SEE DETAIL ST-37 "STAMPED CONCRETE" SEE DETAIL ST-37 4. FACE OF "TYPE 1"(ST-18) EIGHT INCH BARRIER CURB, PAVEMENT EDGE. (TYPICAL) FACE OF "TYPE 1"(ST-18) EIGHT INCH BARRIER CURB, PAVEMENT EDGE. (TYPICAL) 5. PLACE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE STANDARDS. PLACE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE STANDARDS. 6. STRIPING DETAILS REFERENCE CALTRANS STANDRDS.STRIPING DETAILS REFERENCE CALTRANS STANDRDS.



AutoCAD SHX Text

1



AutoCAD SHX Text

PUBLIC WORKS DIRECTOR



AutoCAD SHX Text

SCALE: NONE   REVISED: FEBRUARY 2021 DRAWN BY: N. SIVIGLIA  APPROVED BY: JASON SHYKOWSKI 



AutoCAD SHX Text

JASON SHYKOWSKI







AutoCAD SHX Text

PUBLIC WORKS



AutoCAD SHX Text

DEPARTMENT



AutoCAD SHX Text

"TYPE S" DRIVEWAY APRON



AutoCAD SHX Text

ST-20



AutoCAD SHX Text

PRIVATE DRIVEWAY



AutoCAD SHX Text

STREET PAVED SECTION



AutoCAD SHX Text

1



AutoCAD SHX Text

2



AutoCAD SHX Text

3



AutoCAD SHX Text

4



AutoCAD SHX Text

5



AutoCAD SHX Text

6



AutoCAD SHX Text

1



AutoCAD SHX Text

NOTES: A. SIDEWALK CROSS GRADE THROUGH THE ENTIRE DRIVEWAY SIDEWALK CROSS GRADE THROUGH THE ENTIRE DRIVEWAY  CROSS GRADE THROUGH THE ENTIRE DRIVEWAY CROSS GRADE THROUGH THE ENTIRE DRIVEWAY  GRADE THROUGH THE ENTIRE DRIVEWAY GRADE THROUGH THE ENTIRE DRIVEWAY  THROUGH THE ENTIRE DRIVEWAY THROUGH THE ENTIRE DRIVEWAY  THE ENTIRE DRIVEWAY THE ENTIRE DRIVEWAY  ENTIRE DRIVEWAY ENTIRE DRIVEWAY  DRIVEWAY DRIVEWAY SHALL BE 1% MINIMUM, 2% MAXIMUM. B. FOR COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND FOR COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND  COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND  DRIVEWAY: SIDEWALK, APRON AND DRIVEWAY: SIDEWALK, APRON AND  SIDEWALK, APRON AND SIDEWALK, APRON AND  APRON AND APRON AND  AND AND GUTTER PAN SHALL BE 8" THICK WITH NO. 4, GRADE 60  PAN SHALL BE 8" THICK WITH NO. 4, GRADE 60 PAN SHALL BE 8" THICK WITH NO. 4, GRADE 60  SHALL BE 8" THICK WITH NO. 4, GRADE 60 SHALL BE 8" THICK WITH NO. 4, GRADE 60  BE 8" THICK WITH NO. 4, GRADE 60 BE 8" THICK WITH NO. 4, GRADE 60  8" THICK WITH NO. 4, GRADE 60 8" THICK WITH NO. 4, GRADE 60  THICK WITH NO. 4, GRADE 60 THICK WITH NO. 4, GRADE 60  WITH NO. 4, GRADE 60 WITH NO. 4, GRADE 60  NO. 4, GRADE 60 NO. 4, GRADE 60  4, GRADE 60 4, GRADE 60  GRADE 60 GRADE 60  60 60 REBAR ON 18" CENTERS EACH WAY. USE 3" DOBIES  ON 18" CENTERS EACH WAY. USE 3" DOBIES ON 18" CENTERS EACH WAY. USE 3" DOBIES  18" CENTERS EACH WAY. USE 3" DOBIES 18" CENTERS EACH WAY. USE 3" DOBIES  CENTERS EACH WAY. USE 3" DOBIES CENTERS EACH WAY. USE 3" DOBIES  EACH WAY. USE 3" DOBIES EACH WAY. USE 3" DOBIES  WAY. USE 3" DOBIES WAY. USE 3" DOBIES  USE 3" DOBIES USE 3" DOBIES  3" DOBIES 3" DOBIES  DOBIES DOBIES (REBAR SPACERS) AT 3' INTERVALS. FOR RESIDENTIAL:  SPACERS) AT 3' INTERVALS. FOR RESIDENTIAL: SPACERS) AT 3' INTERVALS. FOR RESIDENTIAL:  AT 3' INTERVALS. FOR RESIDENTIAL: AT 3' INTERVALS. FOR RESIDENTIAL:  3' INTERVALS. FOR RESIDENTIAL: 3' INTERVALS. FOR RESIDENTIAL:  INTERVALS. FOR RESIDENTIAL: INTERVALS. FOR RESIDENTIAL:  FOR RESIDENTIAL: FOR RESIDENTIAL:  RESIDENTIAL: RESIDENTIAL: WALK, APRON, AND GUTTER PAN SHALL BE 7" THICK   APRON, AND GUTTER PAN SHALL BE 7" THICK  APRON, AND GUTTER PAN SHALL BE 7" THICK   AND GUTTER PAN SHALL BE 7" THICK  AND GUTTER PAN SHALL BE 7" THICK   GUTTER PAN SHALL BE 7" THICK  GUTTER PAN SHALL BE 7" THICK   PAN SHALL BE 7" THICK  PAN SHALL BE 7" THICK   SHALL BE 7" THICK  SHALL BE 7" THICK   BE 7" THICK  BE 7" THICK   7" THICK  7" THICK   THICK  THICK  NONRIENFORCED. FOR COMMERCIAL AND RESIDENTIAL,  FOR COMMERCIAL AND RESIDENTIAL, FOR COMMERCIAL AND RESIDENTIAL,  COMMERCIAL AND RESIDENTIAL, COMMERCIAL AND RESIDENTIAL,  AND RESIDENTIAL, AND RESIDENTIAL,  RESIDENTIAL, RESIDENTIAL, SIDEWALK, APRON AND GUTTER PAN SHALL BE PLACED  APRON AND GUTTER PAN SHALL BE PLACED APRON AND GUTTER PAN SHALL BE PLACED  AND GUTTER PAN SHALL BE PLACED AND GUTTER PAN SHALL BE PLACED  GUTTER PAN SHALL BE PLACED GUTTER PAN SHALL BE PLACED  PAN SHALL BE PLACED PAN SHALL BE PLACED  SHALL BE PLACED SHALL BE PLACED  BE PLACED BE PLACED  PLACED PLACED MONOLITHICALLY. ALL CONCRETE SHALL BE  "MINOR  ALL CONCRETE SHALL BE  "MINOR ALL CONCRETE SHALL BE  "MINOR  CONCRETE SHALL BE  "MINOR CONCRETE SHALL BE  "MINOR  SHALL BE  "MINOR SHALL BE  "MINOR  BE  "MINOR BE  "MINOR   "MINOR  "MINOR "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE  AS DEFINED IN SECTION 71-5B OF THESE AS DEFINED IN SECTION 71-5B OF THESE  DEFINED IN SECTION 71-5B OF THESE DEFINED IN SECTION 71-5B OF THESE  IN SECTION 71-5B OF THESE IN SECTION 71-5B OF THESE  SECTION 71-5B OF THESE SECTION 71-5B OF THESE  71-5B OF THESE 71-5B OF THESE  OF THESE OF THESE  THESE THESE STANDARDS. C. BASE FOR CONCRETE SHALL BE NATIVE SOIL OR CLASS BASE FOR CONCRETE SHALL BE NATIVE SOIL OR CLASS  FOR CONCRETE SHALL BE NATIVE SOIL OR CLASS FOR CONCRETE SHALL BE NATIVE SOIL OR CLASS  CONCRETE SHALL BE NATIVE SOIL OR CLASS CONCRETE SHALL BE NATIVE SOIL OR CLASS  SHALL BE NATIVE SOIL OR CLASS SHALL BE NATIVE SOIL OR CLASS  BE NATIVE SOIL OR CLASS BE NATIVE SOIL OR CLASS  NATIVE SOIL OR CLASS NATIVE SOIL OR CLASS  SOIL OR CLASS SOIL OR CLASS  OR CLASS OR CLASS  CLASS CLASS 2, 3/4 INCH AGGREGATE BASE, EITHER PROCESSED 6  3/4 INCH AGGREGATE BASE, EITHER PROCESSED 6 3/4 INCH AGGREGATE BASE, EITHER PROCESSED 6  INCH AGGREGATE BASE, EITHER PROCESSED 6 INCH AGGREGATE BASE, EITHER PROCESSED 6  AGGREGATE BASE, EITHER PROCESSED 6 AGGREGATE BASE, EITHER PROCESSED 6  BASE, EITHER PROCESSED 6 BASE, EITHER PROCESSED 6  EITHER PROCESSED 6 EITHER PROCESSED 6  PROCESSED 6 PROCESSED 6  6 6 INCHES THICK TO 95% RELATIVE COMPACTION.  D. SEE SECTION 71-4 C.6. OF THE CONSTRUCTION SEE SECTION 71-4 C.6. OF THE CONSTRUCTION  SECTION 71-4 C.6. OF THE CONSTRUCTION SECTION 71-4 C.6. OF THE CONSTRUCTION  71-4 C.6. OF THE CONSTRUCTION 71-4 C.6. OF THE CONSTRUCTION  C.6. OF THE CONSTRUCTION C.6. OF THE CONSTRUCTION  OF THE CONSTRUCTION OF THE CONSTRUCTION  THE CONSTRUCTION THE CONSTRUCTION  CONSTRUCTION CONSTRUCTION STANDARDS FOR PAVEMENT PATCH ADJACENT TO GUTTER  FOR PAVEMENT PATCH ADJACENT TO GUTTER FOR PAVEMENT PATCH ADJACENT TO GUTTER  PAVEMENT PATCH ADJACENT TO GUTTER PAVEMENT PATCH ADJACENT TO GUTTER  PATCH ADJACENT TO GUTTER PATCH ADJACENT TO GUTTER  ADJACENT TO GUTTER ADJACENT TO GUTTER  TO GUTTER TO GUTTER  GUTTER GUTTER LIP. E. FROM 8 TO 20 FEET BACK OF SIDEWALK, RAISE PRIVATE  FROM 8 TO 20 FEET BACK OF SIDEWALK, RAISE PRIVATE   8 TO 20 FEET BACK OF SIDEWALK, RAISE PRIVATE  8 TO 20 FEET BACK OF SIDEWALK, RAISE PRIVATE   TO 20 FEET BACK OF SIDEWALK, RAISE PRIVATE  TO 20 FEET BACK OF SIDEWALK, RAISE PRIVATE   20 FEET BACK OF SIDEWALK, RAISE PRIVATE  20 FEET BACK OF SIDEWALK, RAISE PRIVATE   FEET BACK OF SIDEWALK, RAISE PRIVATE  FEET BACK OF SIDEWALK, RAISE PRIVATE   BACK OF SIDEWALK, RAISE PRIVATE  BACK OF SIDEWALK, RAISE PRIVATE   OF SIDEWALK, RAISE PRIVATE  OF SIDEWALK, RAISE PRIVATE   SIDEWALK, RAISE PRIVATE  SIDEWALK, RAISE PRIVATE   RAISE PRIVATE  RAISE PRIVATE   PRIVATE  PRIVATE  PAVING/LANDSCAPING TO A MINIMUM HEIGHT OF THE  TO A MINIMUM HEIGHT OF THE TO A MINIMUM HEIGHT OF THE  A MINIMUM HEIGHT OF THE A MINIMUM HEIGHT OF THE  MINIMUM HEIGHT OF THE MINIMUM HEIGHT OF THE  HEIGHT OF THE HEIGHT OF THE  OF THE OF THE  THE THE HIGHEST TOP OF CURB  ELEVATION AT THE DRIVEWAY.
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LEGEND: 1. THE MAX. GRADE IS 5% IF LONGITUDINAL STREET GRADE THE MAX. GRADE IS 5% IF LONGITUDINAL STREET GRADE  MAX. GRADE IS 5% IF LONGITUDINAL STREET GRADE MAX. GRADE IS 5% IF LONGITUDINAL STREET GRADE  GRADE IS 5% IF LONGITUDINAL STREET GRADE GRADE IS 5% IF LONGITUDINAL STREET GRADE  IS 5% IF LONGITUDINAL STREET GRADE IS 5% IF LONGITUDINAL STREET GRADE  5% IF LONGITUDINAL STREET GRADE 5% IF LONGITUDINAL STREET GRADE  IF LONGITUDINAL STREET GRADE IF LONGITUDINAL STREET GRADE  LONGITUDINAL STREET GRADE LONGITUDINAL STREET GRADE  STREET GRADE STREET GRADE  GRADE GRADE ALLOWS. THE MAX. TRANSITION TO OBTAIN 5% IS 15 FEET.  THE MAX. TRANSITION TO OBTAIN 5% IS 15 FEET. THE MAX. TRANSITION TO OBTAIN 5% IS 15 FEET.  MAX. TRANSITION TO OBTAIN 5% IS 15 FEET. MAX. TRANSITION TO OBTAIN 5% IS 15 FEET.  TRANSITION TO OBTAIN 5% IS 15 FEET. TRANSITION TO OBTAIN 5% IS 15 FEET.  TO OBTAIN 5% IS 15 FEET. TO OBTAIN 5% IS 15 FEET.  OBTAIN 5% IS 15 FEET. OBTAIN 5% IS 15 FEET.  5% IS 15 FEET. 5% IS 15 FEET.  IS 15 FEET. IS 15 FEET.  15 FEET. 15 FEET.  FEET. FEET. OTHERWISE, A MAX. GRADE OF 8.33% SHALL BE OBTAINED  A MAX. GRADE OF 8.33% SHALL BE OBTAINED A MAX. GRADE OF 8.33% SHALL BE OBTAINED  MAX. GRADE OF 8.33% SHALL BE OBTAINED MAX. GRADE OF 8.33% SHALL BE OBTAINED  GRADE OF 8.33% SHALL BE OBTAINED GRADE OF 8.33% SHALL BE OBTAINED  OF 8.33% SHALL BE OBTAINED OF 8.33% SHALL BE OBTAINED  8.33% SHALL BE OBTAINED 8.33% SHALL BE OBTAINED  SHALL BE OBTAINED SHALL BE OBTAINED  BE OBTAINED BE OBTAINED  OBTAINED OBTAINED BETWEEN 15 AND 25 FEET. 25 FEET IS  THE MAX.  15 AND 25 FEET. 25 FEET IS  THE MAX. 15 AND 25 FEET. 25 FEET IS  THE MAX.  AND 25 FEET. 25 FEET IS  THE MAX. AND 25 FEET. 25 FEET IS  THE MAX.  25 FEET. 25 FEET IS  THE MAX. 25 FEET. 25 FEET IS  THE MAX.  FEET. 25 FEET IS  THE MAX. FEET. 25 FEET IS  THE MAX.  25 FEET IS  THE MAX. 25 FEET IS  THE MAX.  FEET IS  THE MAX. FEET IS  THE MAX.  IS  THE MAX. IS  THE MAX.   THE MAX.  THE MAX. THE MAX.  MAX. MAX. TRANSITION REQUIRED/ALLOWED, REGARDLESS OF  REQUIRED/ALLOWED, REGARDLESS OF REQUIRED/ALLOWED, REGARDLESS OF  REGARDLESS OF REGARDLESS OF  OF OF LONGITUDINAL  STREET GRADE.  2. "TOOL JOINT" SEE DETAIL ST-17. "TOOL JOINT" SEE DETAIL ST-17. 3. SCORE MARKS EVERY 4 FEET FOR 4 FOOT SIDEWALK AND SCORE MARKS EVERY 4 FEET FOR 4 FOOT SIDEWALK AND  MARKS EVERY 4 FEET FOR 4 FOOT SIDEWALK AND MARKS EVERY 4 FEET FOR 4 FOOT SIDEWALK AND  EVERY 4 FEET FOR 4 FOOT SIDEWALK AND EVERY 4 FEET FOR 4 FOOT SIDEWALK AND  4 FEET FOR 4 FOOT SIDEWALK AND 4 FEET FOR 4 FOOT SIDEWALK AND  FEET FOR 4 FOOT SIDEWALK AND FEET FOR 4 FOOT SIDEWALK AND  FOR 4 FOOT SIDEWALK AND FOR 4 FOOT SIDEWALK AND  4 FOOT SIDEWALK AND 4 FOOT SIDEWALK AND  FOOT SIDEWALK AND FOOT SIDEWALK AND  SIDEWALK AND SIDEWALK AND  AND AND 5 FEET  FOR 5 FOOT SIDEWALK ETC. 4. 1 INCH HIGH LIP AT 45 DEGREE BATTER. 1 INCH HIGH LIP AT 45 DEGREE BATTER. 5. "TYPE 2"(ST-17) CURB AND GUTTER. "TYPE 2"(ST-17) CURB AND GUTTER. 6. DRIVEWAY WIDTH PER THE APPROVED PLAN. (MIN. 25',MAX DRIVEWAY WIDTH PER THE APPROVED PLAN. (MIN. 25',MAX  WIDTH PER THE APPROVED PLAN. (MIN. 25',MAX WIDTH PER THE APPROVED PLAN. (MIN. 25',MAX  PER THE APPROVED PLAN. (MIN. 25',MAX PER THE APPROVED PLAN. (MIN. 25',MAX  THE APPROVED PLAN. (MIN. 25',MAX THE APPROVED PLAN. (MIN. 25',MAX  APPROVED PLAN. (MIN. 25',MAX APPROVED PLAN. (MIN. 25',MAX  PLAN. (MIN. 25',MAX PLAN. (MIN. 25',MAX  (MIN. 25',MAX (MIN. 25',MAX  25',MAX 25',MAX 40' FOR COMMERCIAL 32' FOR RESIDENTIAL) 7. ADJACENT SIDEWALK. ADJACENT SIDEWALK. 8. GUTTER PAN CROSS SLOPE NOT TO EXCEED 5% MAX.GUTTER PAN CROSS SLOPE NOT TO EXCEED 5% MAX.
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SCALE: NONE   REVISED: FEBRUARY 2021 DRAWN BY: N. SIVIGLIA APPROVED BY: JASON SHYKOWSKI  



AutoCAD SHX Text

JASON SHYKOWSKI



AutoCAD SHX Text

7



AutoCAD SHX Text

8







AutoCAD SHX Text

DEPARTMENT OF



AutoCAD SHX Text

PUBLIC WORKS



AutoCAD SHX Text

"TYPE D" DRIVEWAY APRON



AutoCAD SHX Text

ST-21



AutoCAD SHX Text

5



AutoCAD SHX Text

3' TYP.



AutoCAD SHX Text

1



AutoCAD SHX Text

8



AutoCAD SHX Text

3



AutoCAD SHX Text

2



AutoCAD SHX Text

PRIVATE 



AutoCAD SHX Text

6



AutoCAD SHX Text

4



AutoCAD SHX Text

DRIVEWAY



AutoCAD SHX Text

9



AutoCAD SHX Text

1% MIN



AutoCAD SHX Text

2% MAX



AutoCAD SHX Text

7



AutoCAD SHX Text

NOTES: 1. FOR COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND FOR COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND  COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND COMMERCIAL DRIVEWAY: SIDEWALK, APRON AND  DRIVEWAY: SIDEWALK, APRON AND DRIVEWAY: SIDEWALK, APRON AND  SIDEWALK, APRON AND SIDEWALK, APRON AND  APRON AND APRON AND  AND AND GUTTER PAN SHALL BE 8 INCHES THICK WITH NO. 4,  PAN SHALL BE 8 INCHES THICK WITH NO. 4, PAN SHALL BE 8 INCHES THICK WITH NO. 4,  SHALL BE 8 INCHES THICK WITH NO. 4, SHALL BE 8 INCHES THICK WITH NO. 4,  BE 8 INCHES THICK WITH NO. 4, BE 8 INCHES THICK WITH NO. 4,  8 INCHES THICK WITH NO. 4, 8 INCHES THICK WITH NO. 4,  INCHES THICK WITH NO. 4, INCHES THICK WITH NO. 4,  THICK WITH NO. 4, THICK WITH NO. 4,  WITH NO. 4, WITH NO. 4,  NO. 4, NO. 4,  4, 4, GRADE 60 REBAR ON 18 INCH CENTERS EACH WAY. USE 3  60 REBAR ON 18 INCH CENTERS EACH WAY. USE 3 60 REBAR ON 18 INCH CENTERS EACH WAY. USE 3  REBAR ON 18 INCH CENTERS EACH WAY. USE 3 REBAR ON 18 INCH CENTERS EACH WAY. USE 3  ON 18 INCH CENTERS EACH WAY. USE 3 ON 18 INCH CENTERS EACH WAY. USE 3  18 INCH CENTERS EACH WAY. USE 3 18 INCH CENTERS EACH WAY. USE 3  INCH CENTERS EACH WAY. USE 3 INCH CENTERS EACH WAY. USE 3  CENTERS EACH WAY. USE 3 CENTERS EACH WAY. USE 3  EACH WAY. USE 3 EACH WAY. USE 3  WAY. USE 3 WAY. USE 3  USE 3 USE 3  3 3 INCH DOBIES (REBAR SPACERS) AT 3 FOOT INTERVALS.  DOBIES (REBAR SPACERS) AT 3 FOOT INTERVALS. DOBIES (REBAR SPACERS) AT 3 FOOT INTERVALS.  (REBAR SPACERS) AT 3 FOOT INTERVALS. (REBAR SPACERS) AT 3 FOOT INTERVALS.  SPACERS) AT 3 FOOT INTERVALS. SPACERS) AT 3 FOOT INTERVALS.  AT 3 FOOT INTERVALS. AT 3 FOOT INTERVALS.  3 FOOT INTERVALS. 3 FOOT INTERVALS.  FOOT INTERVALS. FOOT INTERVALS.  INTERVALS. INTERVALS. FOR RESIDENTIAL: WALK, APRON AND GUTTER PAN     RESIDENTIAL: WALK, APRON AND GUTTER PAN    RESIDENTIAL: WALK, APRON AND GUTTER PAN     WALK, APRON AND GUTTER PAN    WALK, APRON AND GUTTER PAN     APRON AND GUTTER PAN    APRON AND GUTTER PAN     AND GUTTER PAN    AND GUTTER PAN     GUTTER PAN    GUTTER PAN     PAN    PAN    SHALL BE 7 INCHES THICK, NONREINFORCED.  FOR  BE 7 INCHES THICK, NONREINFORCED.  FOR BE 7 INCHES THICK, NONREINFORCED.  FOR  7 INCHES THICK, NONREINFORCED.  FOR 7 INCHES THICK, NONREINFORCED.  FOR  INCHES THICK, NONREINFORCED.  FOR INCHES THICK, NONREINFORCED.  FOR  THICK, NONREINFORCED.  FOR THICK, NONREINFORCED.  FOR  NONREINFORCED.  FOR NONREINFORCED.  FOR   FOR  FOR FOR COMMERCIAL AND RESIDENTIAL, SIDEWALK, APRON AND  AND RESIDENTIAL, SIDEWALK, APRON AND AND RESIDENTIAL, SIDEWALK, APRON AND  RESIDENTIAL, SIDEWALK, APRON AND RESIDENTIAL, SIDEWALK, APRON AND  SIDEWALK, APRON AND SIDEWALK, APRON AND  APRON AND APRON AND  AND AND GUTTER PAN SHALL BE PLACED MONOLITHICALLY. ALL  PAN SHALL BE PLACED MONOLITHICALLY. ALL PAN SHALL BE PLACED MONOLITHICALLY. ALL  SHALL BE PLACED MONOLITHICALLY. ALL SHALL BE PLACED MONOLITHICALLY. ALL  BE PLACED MONOLITHICALLY. ALL BE PLACED MONOLITHICALLY. ALL  PLACED MONOLITHICALLY. ALL PLACED MONOLITHICALLY. ALL  MONOLITHICALLY. ALL MONOLITHICALLY. ALL  ALL ALL CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN  SHALL BE "MINOR CONCRETE" AS DEFINED IN SHALL BE "MINOR CONCRETE" AS DEFINED IN  BE "MINOR CONCRETE" AS DEFINED IN BE "MINOR CONCRETE" AS DEFINED IN  "MINOR CONCRETE" AS DEFINED IN "MINOR CONCRETE" AS DEFINED IN  CONCRETE" AS DEFINED IN CONCRETE" AS DEFINED IN  AS DEFINED IN AS DEFINED IN  DEFINED IN DEFINED IN  IN IN SECTION 71-5B OF THESE STANDARDS. 2. STRAIGHT GRADE FROM SIDEWALK TO LIP AT FLOWLINE. STRAIGHT GRADE FROM SIDEWALK TO LIP AT FLOWLINE. 3. ADJACENT SIDEWALK: IF EXISTING SIDEWALK EXCEEDS 2%    ADJACENT SIDEWALK: IF EXISTING SIDEWALK EXCEEDS 2%     SIDEWALK: IF EXISTING SIDEWALK EXCEEDS 2%    SIDEWALK: IF EXISTING SIDEWALK EXCEEDS 2%     IF EXISTING SIDEWALK EXCEEDS 2%    IF EXISTING SIDEWALK EXCEEDS 2%     EXISTING SIDEWALK EXCEEDS 2%    EXISTING SIDEWALK EXCEEDS 2%     SIDEWALK EXCEEDS 2%    SIDEWALK EXCEEDS 2%     EXCEEDS 2%    EXCEEDS 2%     2%    2%    CROSS GRADE, REPLACE 5 FEET ADDITIONAL EXISTING AND  GRADE, REPLACE 5 FEET ADDITIONAL EXISTING AND GRADE, REPLACE 5 FEET ADDITIONAL EXISTING AND  REPLACE 5 FEET ADDITIONAL EXISTING AND REPLACE 5 FEET ADDITIONAL EXISTING AND  5 FEET ADDITIONAL EXISTING AND 5 FEET ADDITIONAL EXISTING AND  FEET ADDITIONAL EXISTING AND FEET ADDITIONAL EXISTING AND  ADDITIONAL EXISTING AND ADDITIONAL EXISTING AND  EXISTING AND EXISTING AND  AND AND TRANSITION TO ACCOMMODATE 2% MAXIMUM CROSS GRADE  TO ACCOMMODATE 2% MAXIMUM CROSS GRADE TO ACCOMMODATE 2% MAXIMUM CROSS GRADE  ACCOMMODATE 2% MAXIMUM CROSS GRADE ACCOMMODATE 2% MAXIMUM CROSS GRADE  2% MAXIMUM CROSS GRADE 2% MAXIMUM CROSS GRADE  MAXIMUM CROSS GRADE MAXIMUM CROSS GRADE  CROSS GRADE CROSS GRADE  GRADE GRADE IN SIDEWALK WITHIN DRIVEWAY. 4. "TYPE 2"(ST-17) CURB AND GUTTER: IF EXISTING IS NOT  "TYPE 2"(ST-17) CURB AND GUTTER: IF EXISTING IS NOT   2"(ST-17) CURB AND GUTTER: IF EXISTING IS NOT  2"(ST-17) CURB AND GUTTER: IF EXISTING IS NOT   CURB AND GUTTER: IF EXISTING IS NOT  CURB AND GUTTER: IF EXISTING IS NOT   AND GUTTER: IF EXISTING IS NOT  AND GUTTER: IF EXISTING IS NOT   GUTTER: IF EXISTING IS NOT  GUTTER: IF EXISTING IS NOT   IF EXISTING IS NOT  IF EXISTING IS NOT   EXISTING IS NOT  EXISTING IS NOT   IS NOT  IS NOT   NOT  NOT  "TYPE 2" SECTION, MATCH THE EXISTING GUTTER PAN  2" SECTION, MATCH THE EXISTING GUTTER PAN 2" SECTION, MATCH THE EXISTING GUTTER PAN  SECTION, MATCH THE EXISTING GUTTER PAN SECTION, MATCH THE EXISTING GUTTER PAN  MATCH THE EXISTING GUTTER PAN MATCH THE EXISTING GUTTER PAN  THE EXISTING GUTTER PAN THE EXISTING GUTTER PAN  EXISTING GUTTER PAN EXISTING GUTTER PAN  GUTTER PAN GUTTER PAN  PAN PAN UNLESS OTHERWISE REQUIRED PER THE APPROVED PLAN. 5. 1 INCH HIGH LIP AT 45 DEGREE BATTER. 1 INCH HIGH LIP AT 45 DEGREE BATTER. 6. DRIVEWAY WIDTH PER THE APPROVED PLAN. MINIMUM 25' DRIVEWAY WIDTH PER THE APPROVED PLAN. MINIMUM 25'  WIDTH PER THE APPROVED PLAN. MINIMUM 25' WIDTH PER THE APPROVED PLAN. MINIMUM 25'  PER THE APPROVED PLAN. MINIMUM 25' PER THE APPROVED PLAN. MINIMUM 25'  THE APPROVED PLAN. MINIMUM 25' THE APPROVED PLAN. MINIMUM 25'  APPROVED PLAN. MINIMUM 25' APPROVED PLAN. MINIMUM 25'  PLAN. MINIMUM 25' PLAN. MINIMUM 25'  MINIMUM 25' MINIMUM 25'  25' 25' MAXIMUM OF 40' FOR COMMERCIAL, 32' FOR RESIDENTIAL. 7. SEE SECTION 71-4 C.6. OF THE CONSTRUCTION SEE SECTION 71-4 C.6. OF THE CONSTRUCTION  SECTION 71-4 C.6. OF THE CONSTRUCTION SECTION 71-4 C.6. OF THE CONSTRUCTION  71-4 C.6. OF THE CONSTRUCTION 71-4 C.6. OF THE CONSTRUCTION  C.6. OF THE CONSTRUCTION C.6. OF THE CONSTRUCTION  OF THE CONSTRUCTION OF THE CONSTRUCTION  THE CONSTRUCTION THE CONSTRUCTION  CONSTRUCTION CONSTRUCTION STANDARDS FOR PAVEMENT PATCH ADJACENT TO GUTTER  FOR PAVEMENT PATCH ADJACENT TO GUTTER FOR PAVEMENT PATCH ADJACENT TO GUTTER  PAVEMENT PATCH ADJACENT TO GUTTER PAVEMENT PATCH ADJACENT TO GUTTER  PATCH ADJACENT TO GUTTER PATCH ADJACENT TO GUTTER  ADJACENT TO GUTTER ADJACENT TO GUTTER  TO GUTTER TO GUTTER  GUTTER GUTTER LIP. 8. "TOOL JOINT" SEE DETAIL ST-17. "TOOL JOINT" SEE DETAIL ST-17. 9. SCORE MARKS EVERY FOUR FEET FOR FOUR FOOT SCORE MARKS EVERY FOUR FEET FOR FOUR FOOT  MARKS EVERY FOUR FEET FOR FOUR FOOT MARKS EVERY FOUR FEET FOR FOUR FOOT  EVERY FOUR FEET FOR FOUR FOOT EVERY FOUR FEET FOR FOUR FOOT  FOUR FEET FOR FOUR FOOT FOUR FEET FOR FOUR FOOT  FEET FOR FOUR FOOT FEET FOR FOUR FOOT  FOR FOUR FOOT FOR FOUR FOOT  FOUR FOOT FOUR FOOT  FOOT FOOT SIDEWALK AND FIVE FEET FOR FIVE FOOT SIDEWALK, ETC. 10. SUBGRADE BASE FOR CONCRETE WITHIN CITY SUBGRADE BASE FOR CONCRETE WITHIN CITY  BASE FOR CONCRETE WITHIN CITY BASE FOR CONCRETE WITHIN CITY  FOR CONCRETE WITHIN CITY FOR CONCRETE WITHIN CITY  CONCRETE WITHIN CITY CONCRETE WITHIN CITY  WITHIN CITY WITHIN CITY  CITY CITY RIGHT-OF-WAY SHALL BE 6 INCHES OF  NATIVE SOIL, OR  SHALL BE 6 INCHES OF  NATIVE SOIL, OR SHALL BE 6 INCHES OF  NATIVE SOIL, OR  BE 6 INCHES OF  NATIVE SOIL, OR BE 6 INCHES OF  NATIVE SOIL, OR  6 INCHES OF  NATIVE SOIL, OR 6 INCHES OF  NATIVE SOIL, OR  INCHES OF  NATIVE SOIL, OR INCHES OF  NATIVE SOIL, OR  OF  NATIVE SOIL, OR OF  NATIVE SOIL, OR   NATIVE SOIL, OR  NATIVE SOIL, OR NATIVE SOIL, OR  SOIL, OR SOIL, OR  OR OR CLASS II, 3/4 INCH AGGREGATE BASE, BOTH AT 95%  II, 3/4 INCH AGGREGATE BASE, BOTH AT 95% II, 3/4 INCH AGGREGATE BASE, BOTH AT 95%  3/4 INCH AGGREGATE BASE, BOTH AT 95% 3/4 INCH AGGREGATE BASE, BOTH AT 95%  INCH AGGREGATE BASE, BOTH AT 95% INCH AGGREGATE BASE, BOTH AT 95%  AGGREGATE BASE, BOTH AT 95% AGGREGATE BASE, BOTH AT 95%  BASE, BOTH AT 95% BASE, BOTH AT 95%  BOTH AT 95% BOTH AT 95%  AT 95% AT 95%  95% 95% RELATIVE COMPACTION.
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SCALE: NONE   REVISED: FEBRUARY 2021  DRAWN BY: N. SIVIGLIA  APPROVED BY: JASON SHYKOWSKI 
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RIGHT TURN CURB FLARE 
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(MIN. OF 25' FROM CURB RETURN)
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ERECT HORIZONTALLY 


\._. FILLET WELDS TO BE 3/16" 


12" 


22" 


WIDTH OF' 


ADJACENT SIDEWALK 


NOTES: 


1. SIDEWALK BARRICADES SHALL BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK
SHALL BE PLACED ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN
SIDEWALK IS DETACHED FROM CURBS.


2. CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-58 OF
THESE STANDARDS.


3. PLACE A R5-1 Oc SIGN (SIGN DETAILS REFERENCE 2012 CALIFORNIA MUTCD).
4. USE 1.5" DIAMETER NPS, GALVANIZED STANDARD PIPE
5. STEEL SLEEVE TO BE CONSTRUCTED WITH A 1 /1 O" LARGER DIAMETER THEN POST.


WALL THICKNESS OF SLEEVE TO BE SAME AS POST OR LARGER.
6. 3/8" DIAMETER GALVANIZED BOLT, WITH NUT AND WASHER. DEFORM THREADS


(TYP)
7. DRILL 1/2" DIAMETERS HOLES. TOTAL OF 6
8. ALL SURFACES SHALL BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING


TO SECTION 91-3.02 OF THE STATE SPECIFICATIONS. 


54" 


1' 


END OF
"'\ 


SIDEWALK 
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NOTES:  1. SIDEWALK BARRICADES SHALL BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK SIDEWALK BARRICADES SHALL BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK  BARRICADES SHALL BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK BARRICADES SHALL BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK  SHALL BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK SHALL BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK  BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK BE PLACED ADJACENT TO BACK OF CURB. SIDEWALK  PLACED ADJACENT TO BACK OF CURB. SIDEWALK PLACED ADJACENT TO BACK OF CURB. SIDEWALK  ADJACENT TO BACK OF CURB. SIDEWALK ADJACENT TO BACK OF CURB. SIDEWALK  TO BACK OF CURB. SIDEWALK TO BACK OF CURB. SIDEWALK  BACK OF CURB. SIDEWALK BACK OF CURB. SIDEWALK  OF CURB. SIDEWALK OF CURB. SIDEWALK  CURB. SIDEWALK CURB. SIDEWALK  SIDEWALK SIDEWALK SHALL BE PLACED ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN  BE PLACED ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN BE PLACED ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN  PLACED ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN PLACED ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN  ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN ADJACENT TO CURB, AND CENTERED ON SIDEWALK WHEN  TO CURB, AND CENTERED ON SIDEWALK WHEN TO CURB, AND CENTERED ON SIDEWALK WHEN  CURB, AND CENTERED ON SIDEWALK WHEN CURB, AND CENTERED ON SIDEWALK WHEN  AND CENTERED ON SIDEWALK WHEN AND CENTERED ON SIDEWALK WHEN  CENTERED ON SIDEWALK WHEN CENTERED ON SIDEWALK WHEN  ON SIDEWALK WHEN ON SIDEWALK WHEN  SIDEWALK WHEN SIDEWALK WHEN  WHEN WHEN SIDEWALK IS DETACHED FROM CURBS. 2. CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF  SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF  BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF  "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF  CONCRETE" AS DEFINED IN SECTION 71-5B OF CONCRETE" AS DEFINED IN SECTION 71-5B OF  AS DEFINED IN SECTION 71-5B OF AS DEFINED IN SECTION 71-5B OF  DEFINED IN SECTION 71-5B OF DEFINED IN SECTION 71-5B OF  IN SECTION 71-5B OF IN SECTION 71-5B OF  SECTION 71-5B OF SECTION 71-5B OF  71-5B OF 71-5B OF  OF OF THESE STANDARDS. 3. PLACE A R5-10c SIGN (SIGN DETAILS REFERENCE 2012 CALIFORNIA MUTCD). PLACE A R5-10c SIGN (SIGN DETAILS REFERENCE 2012 CALIFORNIA MUTCD). 4. USE 1.5" DIAMETER NPS, GALVANIZED STANDARD PIPE USE 1.5" DIAMETER NPS, GALVANIZED STANDARD PIPE 5. STEEL SLEEVE TO BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST. STEEL SLEEVE TO BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST.  SLEEVE TO BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST. SLEEVE TO BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST.  TO BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST. TO BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST.  BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST. BE CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST.  CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST. CONSTRUCTED WITH A 1/10" LARGER DIAMETER THEN POST.  WITH A 1/10" LARGER DIAMETER THEN POST. WITH A 1/10" LARGER DIAMETER THEN POST.  A 1/10" LARGER DIAMETER THEN POST. A 1/10" LARGER DIAMETER THEN POST.  1/10" LARGER DIAMETER THEN POST. 1/10" LARGER DIAMETER THEN POST.  LARGER DIAMETER THEN POST. LARGER DIAMETER THEN POST.  DIAMETER THEN POST. DIAMETER THEN POST.  THEN POST. THEN POST.  POST. POST. WALL THICKNESS OF SLEEVE TO BE SAME AS POST OR LARGER. 6. 3/8" DIAMETER GALVANIZED BOLT, WITH NUT AND WASHER. DEFORM THREADS 3/8" DIAMETER GALVANIZED BOLT, WITH NUT AND WASHER. DEFORM THREADS  DIAMETER GALVANIZED BOLT, WITH NUT AND WASHER. DEFORM THREADS DIAMETER GALVANIZED BOLT, WITH NUT AND WASHER. DEFORM THREADS  GALVANIZED BOLT, WITH NUT AND WASHER. DEFORM THREADS GALVANIZED BOLT, WITH NUT AND WASHER. DEFORM THREADS  BOLT, WITH NUT AND WASHER. DEFORM THREADS BOLT, WITH NUT AND WASHER. DEFORM THREADS  WITH NUT AND WASHER. DEFORM THREADS WITH NUT AND WASHER. DEFORM THREADS  NUT AND WASHER. DEFORM THREADS NUT AND WASHER. DEFORM THREADS  AND WASHER. DEFORM THREADS AND WASHER. DEFORM THREADS  WASHER. DEFORM THREADS WASHER. DEFORM THREADS  DEFORM THREADS DEFORM THREADS  THREADS THREADS (TYP) 7. DRILL 1/2" DIAMETERS HOLES. TOTAL OF 6 DRILL 1/2" DIAMETERS HOLES. TOTAL OF 6 8. ALL SURFACES SHALL BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING ALL SURFACES SHALL BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING  SURFACES SHALL BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING SURFACES SHALL BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING  SHALL BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING SHALL BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING  BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING BE PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING  PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING PAINTED WITH TWO COATS OF WHITE PAINT CONFORMING  WITH TWO COATS OF WHITE PAINT CONFORMING WITH TWO COATS OF WHITE PAINT CONFORMING  TWO COATS OF WHITE PAINT CONFORMING TWO COATS OF WHITE PAINT CONFORMING  COATS OF WHITE PAINT CONFORMING COATS OF WHITE PAINT CONFORMING  OF WHITE PAINT CONFORMING OF WHITE PAINT CONFORMING  WHITE PAINT CONFORMING WHITE PAINT CONFORMING  PAINT CONFORMING PAINT CONFORMING  CONFORMING CONFORMING TO  SECTION 91-3.02 OF THE STATE SPECIFICATIONS.
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"MINOR CONCRETE" AS 
DEFINED IN SECTION 
71-58 or THESE 
STANDARDS 


5/8"- X 18" COPPERWELD 
S U R V E Y M A RKE R S  A S ____ _ 
M A N U F A C T U R E D  B Y  T H E  
COPPERWELD STREET COMPANY 
GLASSPORT PA. OR APPROVED 
EQUAL BY THE CITY ENGINEER. 


CONCRETE CYLINDER SHALL 
--+---NOT TOUCH SIDES or 


MONUMENT BOX 


A A I .'."-


L 6" MIN. _J 


*OPTION: CONCRETE COLLAR MAY BE PLACED FLUSH TO FINISHED SURFACE WITH MEDIUM BROOM
FINISH PATTERN PERPENDICULAR TO VEHICLE TRAVEL DIRECTION. 
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*OPTION:	CONCRETE COLLAR MAY BE PLACED FLUSH TO FINISHED SURFACE WITH MEDIUM BROOM CONCRETE COLLAR MAY BE PLACED FLUSH TO FINISHED SURFACE WITH MEDIUM BROOM FINISH PATTERN PERPENDICULAR TO VEHICLE TRAVEL DIRECTION. 
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NOTES:  1. THE STANDARD PATTERN SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD THE STANDARD PATTERN SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD  STANDARD PATTERN SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD STANDARD PATTERN SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD  PATTERN SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD PATTERN SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD  SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD SHALL BE "BASKETWEAVE USED BRICK" AND THE STANDARD  BE "BASKETWEAVE USED BRICK" AND THE STANDARD BE "BASKETWEAVE USED BRICK" AND THE STANDARD  "BASKETWEAVE USED BRICK" AND THE STANDARD "BASKETWEAVE USED BRICK" AND THE STANDARD  USED BRICK" AND THE STANDARD USED BRICK" AND THE STANDARD  BRICK" AND THE STANDARD BRICK" AND THE STANDARD  AND THE STANDARD AND THE STANDARD  THE STANDARD THE STANDARD  STANDARD STANDARD COLOR SHALL BE DAVIS STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  SHALL BE DAVIS STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY SHALL BE DAVIS STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  BE DAVIS STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY BE DAVIS STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  DAVIS STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY DAVIS STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY STYLE TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY TILE RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY RED #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY #1117, OR SCOFIELD SYSTEMS CHROMIX QUARRY  OR SCOFIELD SYSTEMS CHROMIX QUARRY OR SCOFIELD SYSTEMS CHROMIX QUARRY  SCOFIELD SYSTEMS CHROMIX QUARRY SCOFIELD SYSTEMS CHROMIX QUARRY  SYSTEMS CHROMIX QUARRY SYSTEMS CHROMIX QUARRY  CHROMIX QUARRY CHROMIX QUARRY  QUARRY QUARRY RED, OR AS APPROVED EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND  OR AS APPROVED EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND OR AS APPROVED EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND  AS APPROVED EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND AS APPROVED EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND  APPROVED EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND APPROVED EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND  EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND EQUAL. APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND  APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND APPLY 60 POUNDS PER 80 SQUARE FEET IN TWO HAND  60 POUNDS PER 80 SQUARE FEET IN TWO HAND 60 POUNDS PER 80 SQUARE FEET IN TWO HAND  POUNDS PER 80 SQUARE FEET IN TWO HAND POUNDS PER 80 SQUARE FEET IN TWO HAND  PER 80 SQUARE FEET IN TWO HAND PER 80 SQUARE FEET IN TWO HAND  80 SQUARE FEET IN TWO HAND 80 SQUARE FEET IN TWO HAND  SQUARE FEET IN TWO HAND SQUARE FEET IN TWO HAND  FEET IN TWO HAND FEET IN TWO HAND  IN TWO HAND IN TWO HAND  TWO HAND TWO HAND  HAND HAND BROADCAST APPLICATIONS. CONTRACTOR MAY ELECT TO INCORPORATE APPROVED COLOR  APPLICATIONS. CONTRACTOR MAY ELECT TO INCORPORATE APPROVED COLOR APPLICATIONS. CONTRACTOR MAY ELECT TO INCORPORATE APPROVED COLOR  CONTRACTOR MAY ELECT TO INCORPORATE APPROVED COLOR CONTRACTOR MAY ELECT TO INCORPORATE APPROVED COLOR  MAY ELECT TO INCORPORATE APPROVED COLOR MAY ELECT TO INCORPORATE APPROVED COLOR  ELECT TO INCORPORATE APPROVED COLOR ELECT TO INCORPORATE APPROVED COLOR  TO INCORPORATE APPROVED COLOR TO INCORPORATE APPROVED COLOR  INCORPORATE APPROVED COLOR INCORPORATE APPROVED COLOR  APPROVED COLOR APPROVED COLOR  COLOR COLOR INTO CONCRETE MIX AT 30 POUNDS OF COLOR, INTEGRALLY MIXED, PER CUBIC YARD. 2. "TYPE 1" BARRIER CURB SEE DETAIL ST-18. "TYPE 1" BARRIER CURB SEE DETAIL ST-18. 3. NATIVE MATERIAL OR BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH NATIVE MATERIAL OR BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH  MATERIAL OR BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH MATERIAL OR BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH  OR BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH OR BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH  BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH BASE ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH  ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH ROCK COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH  COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH COMPACTED AT 90% RELATIVE COMPACTION OR FILL WITH  AT 90% RELATIVE COMPACTION OR FILL WITH AT 90% RELATIVE COMPACTION OR FILL WITH  90% RELATIVE COMPACTION OR FILL WITH 90% RELATIVE COMPACTION OR FILL WITH  RELATIVE COMPACTION OR FILL WITH RELATIVE COMPACTION OR FILL WITH  COMPACTION OR FILL WITH COMPACTION OR FILL WITH  OR FILL WITH OR FILL WITH  FILL WITH FILL WITH  WITH WITH CONCRETE. 4. SLOPE TO DRAIN, (1-2%) SLOPE TO DRAIN, (1-2%) 5. WHERE RAISED CENTER MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF WHERE RAISED CENTER MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF  RAISED CENTER MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF RAISED CENTER MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF  CENTER MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF CENTER MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF  MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF MEDIANS ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF  ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF ARE LESS THAN 4' WIDE FROM THE INSIDE FACE OF  LESS THAN 4' WIDE FROM THE INSIDE FACE OF LESS THAN 4' WIDE FROM THE INSIDE FACE OF  THAN 4' WIDE FROM THE INSIDE FACE OF THAN 4' WIDE FROM THE INSIDE FACE OF  4' WIDE FROM THE INSIDE FACE OF 4' WIDE FROM THE INSIDE FACE OF  WIDE FROM THE INSIDE FACE OF WIDE FROM THE INSIDE FACE OF  FROM THE INSIDE FACE OF FROM THE INSIDE FACE OF  THE INSIDE FACE OF THE INSIDE FACE OF  INSIDE FACE OF INSIDE FACE OF  FACE OF FACE OF  OF OF CURB, (NARROW MEDIANS AND NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY.  (NARROW MEDIANS AND NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY. (NARROW MEDIANS AND NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY.  MEDIANS AND NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY. MEDIANS AND NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY.  AND NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY. AND NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY.  NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY. NOSES), STAMPED CONCRETE (PER NOTE 1) SHALL APPLY.  STAMPED CONCRETE (PER NOTE 1) SHALL APPLY. STAMPED CONCRETE (PER NOTE 1) SHALL APPLY.  CONCRETE (PER NOTE 1) SHALL APPLY. CONCRETE (PER NOTE 1) SHALL APPLY.  (PER NOTE 1) SHALL APPLY. (PER NOTE 1) SHALL APPLY.  NOTE 1) SHALL APPLY. NOTE 1) SHALL APPLY.  1) SHALL APPLY. 1) SHALL APPLY.  SHALL APPLY. SHALL APPLY.  APPLY. APPLY. 4' TO 6' WIDE RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO  TO 6' WIDE RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO TO 6' WIDE RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO  6' WIDE RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO 6' WIDE RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO  WIDE RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO WIDE RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO  RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO RAISED LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO  LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO LANDSCAPED MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO  MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO MEDIANS WILL BE RESTRICTED TO BARK ONLY, NO  WILL BE RESTRICTED TO BARK ONLY, NO WILL BE RESTRICTED TO BARK ONLY, NO  BE RESTRICTED TO BARK ONLY, NO BE RESTRICTED TO BARK ONLY, NO  RESTRICTED TO BARK ONLY, NO RESTRICTED TO BARK ONLY, NO  TO BARK ONLY, NO TO BARK ONLY, NO  BARK ONLY, NO BARK ONLY, NO  ONLY, NO ONLY, NO  NO NO PLANTING OR IRRIGATION PERMITTED.
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LEGEND A. 3 1/2" O.D. 1/4" WALL STEEL TUBE WITH CAP WELDED ON TOP, 3/4" 3 1/2" O.D. 1/4" WALL STEEL TUBE WITH CAP WELDED ON TOP, 3/4" HOLES FOR SWIVEL ROD.  EASE ALL EDGES OF STEEL TUBE.  B. 1 1/2" X 1 1/2" X 1/4" ANGLE IRON (2) WELDED TO TUBE AND BASE 1 1/2" X 1 1/2" X 1/4" ANGLE IRON (2) WELDED TO TUBE AND BASE X 1/4" ANGLE IRON (2) WELDED TO TUBE AND BASE  ANGLE IRON (2) WELDED TO TUBE AND BASE WITH 1 1/2" RADIUS CORNERS. PLACE 1/2" HOLE DRILLED 1/4" FROM . PLACE 1/2" HOLE DRILLED 1/4" FROM END OF ANGLE IRON.  ANGLE IRON ON BASE SIZE AS NECESSARY TO EQUAL LENGTH OF ANGLE IRON ON TUBE.  C. PADLOCK, TO BE PROVIDED BY CITY.  PADLOCK, TO BE PROVIDED BY CITY.  D. 5/8" DIA. STEEL SWIVEL ROD, WELD SWIVEL ROD TO SIDE PLATES. 5/8" DIA. STEEL SWIVEL ROD, WELD SWIVEL ROD TO SIDE PLATES. E. 3/8" x 16" x 4" STEEL BASE PLATE WITH 1 1/2" RADIUS CORNERS. 3/8" x 16" x 4" STEEL BASE PLATE WITH 1 1/2" RADIUS CORNERS. EASE ALL EDGES.  F. 3/8" STEEL BRACE. FILET WELD BOTH SIDES TO BASE PLATES.  3/8" STEEL BRACE. FILET WELD BOTH SIDES TO BASE PLATES.  G. 1 1/2" RADIUS CORNERS, TYP.  1 1/2" RADIUS CORNERS, TYP.  H. 4" X 4" x 3/8" STEEL BACK PLATE WELDED TO BASE PLATE.  4" X 4" x 3/8" STEEL BACK PLATE WELDED TO BASE PLATE.  I. FISH MOUTH GRIND AT BOTTOM BACK CORNER OF TUBE.  FISH MOUTH GRIND AT BOTTOM BACK CORNER OF TUBE.  J. PLACE 2" WHITE REFLECTIVE TAPE. PLACE 2" WHITE REFLECTIVE TAPE. NOTES 1. ALL TUBING SHALL BE BLACK STEEL PIPE. ALL TUBING SHALL BE BLACK STEEL PIPE. 2. ALL JOINTS SHALL BE WELDED IN ACCORDANCE WITH CA STATE ALL JOINTS SHALL BE WELDED IN ACCORDANCE WITH CA STATE STANDARD SPECIFICATIONS FOR WELDING STRUCTURAL STEEL AND GROUND SMOOTH. 3. ALL PARTS (EXCEPT PADLOCK) SHALL BE PAINTED WITH TWO COATS ZINC ALL PARTS (EXCEPT PADLOCK) SHALL BE PAINTED WITH TWO COATS ZINC CHROMATE PRIMER AND TWO COATS EXTERIOR ENAMEL.  COLOR:  YELLOW 4. BOLLARD SHALL BE INSTALLED SUCH THAT IT LAYS FLAT WHEN FOLDED. BOLLARD SHALL BE INSTALLED SUCH THAT IT LAYS FLAT WHEN FOLDED. 5. CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE STANDARDS.
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LEGEND A. 6" O.D. 1/4" WALL STEEL TUBE WITH CONCRETE CAP.  6" O.D. 1/4" WALL STEEL TUBE WITH CONCRETE CAP.  B. SLOPE CONCRETE BASE IN LANDSCAPE AREAS.  SLOPE CONCRETE BASE IN LANDSCAPE AREAS.  C. REST ON 3" DOBIES. REST ON 3" DOBIES. D. CONCRETE FOOTING. CONCRETE FOOTING. E. AC PAVING OR CONCRETE PER PAVING PLAN. AC PAVING OR CONCRETE PER PAVING PLAN. F. CONCRETE CAP. CONCRETE CAP. G. PLACE 2" WHITE REFLECTIVE TAPE. PLACE 2" WHITE REFLECTIVE TAPE. NOTES 1. ALL TUBING SHALL BE BLACK STEEL PIPE. ALL TUBING SHALL BE BLACK STEEL PIPE. 2. ALL PARTS SHALL BE PAINTED WITH TWO COATS ZINC CHROMATE PRIMER ALL PARTS SHALL BE PAINTED WITH TWO COATS ZINC CHROMATE PRIMER AND TWO COATS EXTERIOR ENAMEL.  COLOR:  SAFETY YELLOW GLOSS. 3. CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B CONCRETE SHALL BE "MINOR CONCRETE" AS DEFINED IN SECTION 71-5B OF THESE STANDARDS.
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WHEN PLACING IN EXISTING SIDEWALK, SAWCUT  PLACING IN EXISTING SIDEWALK, SAWCUT PLACING IN EXISTING SIDEWALK, SAWCUT  IN EXISTING SIDEWALK, SAWCUT IN EXISTING SIDEWALK, SAWCUT  EXISTING SIDEWALK, SAWCUT EXISTING SIDEWALK, SAWCUT  SIDEWALK, SAWCUT SIDEWALK, SAWCUT  SAWCUT SAWCUT AND REPLACE A LENGTH OF CURB, GUTTER  REPLACE A LENGTH OF CURB, GUTTER REPLACE A LENGTH OF CURB, GUTTER  A LENGTH OF CURB, GUTTER A LENGTH OF CURB, GUTTER  LENGTH OF CURB, GUTTER LENGTH OF CURB, GUTTER  OF CURB, GUTTER OF CURB, GUTTER  CURB, GUTTER CURB, GUTTER  GUTTER GUTTER AND SIDEWALK EQUAL TO THE SIDEWALK  SIDEWALK EQUAL TO THE SIDEWALK SIDEWALK EQUAL TO THE SIDEWALK  EQUAL TO THE SIDEWALK EQUAL TO THE SIDEWALK  TO THE SIDEWALK TO THE SIDEWALK  THE SIDEWALK THE SIDEWALK  SIDEWALK SIDEWALK WIDTH. IF ADJACENT ASPHALT PAVEMENT EDGE  IF ADJACENT ASPHALT PAVEMENT EDGE IF ADJACENT ASPHALT PAVEMENT EDGE  ADJACENT ASPHALT PAVEMENT EDGE ADJACENT ASPHALT PAVEMENT EDGE  ASPHALT PAVEMENT EDGE ASPHALT PAVEMENT EDGE  PAVEMENT EDGE PAVEMENT EDGE  EDGE EDGE IS DAMAGED, SAWCUT THE PAVEMENT AND  DAMAGED, SAWCUT THE PAVEMENT AND DAMAGED, SAWCUT THE PAVEMENT AND  SAWCUT THE PAVEMENT AND SAWCUT THE PAVEMENT AND  THE PAVEMENT AND THE PAVEMENT AND  PAVEMENT AND PAVEMENT AND  AND AND PAVE A TWO FOOT WIDE BY SIX INCH DEEP  A TWO FOOT WIDE BY SIX INCH DEEP A TWO FOOT WIDE BY SIX INCH DEEP  TWO FOOT WIDE BY SIX INCH DEEP TWO FOOT WIDE BY SIX INCH DEEP  FOOT WIDE BY SIX INCH DEEP FOOT WIDE BY SIX INCH DEEP  WIDE BY SIX INCH DEEP WIDE BY SIX INCH DEEP  BY SIX INCH DEEP BY SIX INCH DEEP  SIX INCH DEEP SIX INCH DEEP  INCH DEEP INCH DEEP  DEEP DEEP PATCH AT THE GUTTER LIP, PER CITY  AT THE GUTTER LIP, PER CITY AT THE GUTTER LIP, PER CITY  THE GUTTER LIP, PER CITY THE GUTTER LIP, PER CITY  GUTTER LIP, PER CITY GUTTER LIP, PER CITY  LIP, PER CITY LIP, PER CITY  PER CITY PER CITY  CITY CITY STANDARD. IF ADJACENT CONCRETE PAVEMENT  IF ADJACENT CONCRETE PAVEMENT IF ADJACENT CONCRETE PAVEMENT  ADJACENT CONCRETE PAVEMENT ADJACENT CONCRETE PAVEMENT  CONCRETE PAVEMENT CONCRETE PAVEMENT  PAVEMENT PAVEMENT EDGE IS  DAMAGED, SAWCUT THE PAVEMENT  IS  DAMAGED, SAWCUT THE PAVEMENT IS  DAMAGED, SAWCUT THE PAVEMENT   DAMAGED, SAWCUT THE PAVEMENT  DAMAGED, SAWCUT THE PAVEMENT DAMAGED, SAWCUT THE PAVEMENT  SAWCUT THE PAVEMENT SAWCUT THE PAVEMENT  THE PAVEMENT THE PAVEMENT  PAVEMENT PAVEMENT AT THE NEAREST JOINT AND PAVE PER CITY  THE NEAREST JOINT AND PAVE PER CITY THE NEAREST JOINT AND PAVE PER CITY  NEAREST JOINT AND PAVE PER CITY NEAREST JOINT AND PAVE PER CITY  JOINT AND PAVE PER CITY JOINT AND PAVE PER CITY  AND PAVE PER CITY AND PAVE PER CITY  PAVE PER CITY PAVE PER CITY  PER CITY PER CITY  CITY CITY STANDARD. IF APPROVED BY CITY, CONCRETE  IF APPROVED BY CITY, CONCRETE IF APPROVED BY CITY, CONCRETE  APPROVED BY CITY, CONCRETE APPROVED BY CITY, CONCRETE  BY CITY, CONCRETE BY CITY, CONCRETE  CITY, CONCRETE CITY, CONCRETE  CONCRETE CONCRETE PAVEMENT MAY BE REPAIRED WITH CALTRANS  MAY BE REPAIRED WITH CALTRANS MAY BE REPAIRED WITH CALTRANS  BE REPAIRED WITH CALTRANS BE REPAIRED WITH CALTRANS  REPAIRED WITH CALTRANS REPAIRED WITH CALTRANS  WITH CALTRANS WITH CALTRANS  CALTRANS CALTRANS SPALL REPAIR METHOD.
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LEGEND:   PROPOSED ASPHALT CONCRETE   MILLED ASPHALT NOTES:  1. ALL MATERIAL AND COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION ALL MATERIAL AND COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION  MATERIAL AND COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION MATERIAL AND COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION  AND COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION AND COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION  COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION COMPACTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION  REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION REQUIREMENTS SHALL CONFORM TO CITY CONSTRUCTION  SHALL CONFORM TO CITY CONSTRUCTION SHALL CONFORM TO CITY CONSTRUCTION  CONFORM TO CITY CONSTRUCTION CONFORM TO CITY CONSTRUCTION  TO CITY CONSTRUCTION TO CITY CONSTRUCTION  CITY CONSTRUCTION CITY CONSTRUCTION  CONSTRUCTION CONSTRUCTION STANDARDS. 2. ROADWAY CONFORMS INTENDED FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED ROADWAY CONFORMS INTENDED FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED  CONFORMS INTENDED FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED CONFORMS INTENDED FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED  INTENDED FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED INTENDED FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED  FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED FOR ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED  ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED ALL ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED  ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED ARTERIAL & COLLECTOR ROADWAYS WHERE PHASED  & COLLECTOR ROADWAYS WHERE PHASED & COLLECTOR ROADWAYS WHERE PHASED  COLLECTOR ROADWAYS WHERE PHASED COLLECTOR ROADWAYS WHERE PHASED  ROADWAYS WHERE PHASED ROADWAYS WHERE PHASED  WHERE PHASED WHERE PHASED  PHASED PHASED CONSTRUCTION EXISTS. 3. LIMITS OF RESIDENTIAL ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY LIMITS OF RESIDENTIAL ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY  OF RESIDENTIAL ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY OF RESIDENTIAL ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY  RESIDENTIAL ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY RESIDENTIAL ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY  ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY ROADWAY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY  CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY CONFORMS, INCLUDING STUB STREETS, SHALL BE AT THE CITY  INCLUDING STUB STREETS, SHALL BE AT THE CITY INCLUDING STUB STREETS, SHALL BE AT THE CITY  STUB STREETS, SHALL BE AT THE CITY STUB STREETS, SHALL BE AT THE CITY  STREETS, SHALL BE AT THE CITY STREETS, SHALL BE AT THE CITY  SHALL BE AT THE CITY SHALL BE AT THE CITY  BE AT THE CITY BE AT THE CITY  AT THE CITY AT THE CITY  THE CITY THE CITY  CITY CITY INSPECTORS DISCRETION. 4. ROADWAY STRUCTURAL COMPONENTS MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING ROADWAY STRUCTURAL COMPONENTS MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING  STRUCTURAL COMPONENTS MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING STRUCTURAL COMPONENTS MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING  COMPONENTS MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING COMPONENTS MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING  MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING MAY VARY IN THICKNESS BETWEEN NEW AND EXISTING  VARY IN THICKNESS BETWEEN NEW AND EXISTING VARY IN THICKNESS BETWEEN NEW AND EXISTING  IN THICKNESS BETWEEN NEW AND EXISTING IN THICKNESS BETWEEN NEW AND EXISTING  THICKNESS BETWEEN NEW AND EXISTING THICKNESS BETWEEN NEW AND EXISTING  BETWEEN NEW AND EXISTING BETWEEN NEW AND EXISTING  NEW AND EXISTING NEW AND EXISTING  AND EXISTING AND EXISTING  EXISTING EXISTING ROADWAYS. WHERE THIS OCCURS, EXISTING COMPONENTS SHALL BE TIED-IN AT CITY  WHERE THIS OCCURS, EXISTING COMPONENTS SHALL BE TIED-IN AT CITY WHERE THIS OCCURS, EXISTING COMPONENTS SHALL BE TIED-IN AT CITY  THIS OCCURS, EXISTING COMPONENTS SHALL BE TIED-IN AT CITY THIS OCCURS, EXISTING COMPONENTS SHALL BE TIED-IN AT CITY  OCCURS, EXISTING COMPONENTS SHALL BE TIED-IN AT CITY OCCURS, EXISTING COMPONENTS SHALL BE TIED-IN AT CITY  EXISTING COMPONENTS SHALL BE TIED-IN AT CITY EXISTING COMPONENTS SHALL BE TIED-IN AT CITY  COMPONENTS SHALL BE TIED-IN AT CITY COMPONENTS SHALL BE TIED-IN AT CITY  SHALL BE TIED-IN AT CITY SHALL BE TIED-IN AT CITY  BE TIED-IN AT CITY BE TIED-IN AT CITY  TIED-IN AT CITY TIED-IN AT CITY  AT CITY AT CITY  CITY CITY INSPECTORS DISCRETION. 5. FIRST 4 FEET OF MILLED ASPHALT FROM LIMIT LINE SHALL BE MILLED .15'. FIRST 4 FEET OF MILLED ASPHALT FROM LIMIT LINE SHALL BE MILLED .15'. ASPHALT FROM LIMIT LINE SHALL BE MILLED .15'. FROM LIMIT LINE SHALL BE MILLED .15'. 
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NOTES:  1. SEE SECTION 71-4 OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT SEE SECTION 71-4 OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT  SECTION 71-4 OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT SECTION 71-4 OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT  71-4 OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT 71-4 OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT  OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT OF THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT  THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT THESE STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT  STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT STANDARDS FOR TREATMENT OF ADJACENT PORTLAND CEMENT  FOR TREATMENT OF ADJACENT PORTLAND CEMENT FOR TREATMENT OF ADJACENT PORTLAND CEMENT  TREATMENT OF ADJACENT PORTLAND CEMENT TREATMENT OF ADJACENT PORTLAND CEMENT  OF ADJACENT PORTLAND CEMENT OF ADJACENT PORTLAND CEMENT  ADJACENT PORTLAND CEMENT ADJACENT PORTLAND CEMENT  PORTLAND CEMENT PORTLAND CEMENT  CEMENT CEMENT CONCRETE PAVEMENT.
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LEGEND:  1. TERMINAL POST, LOCATE AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, TERMINAL POST, LOCATE AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  POST, LOCATE AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, POST, LOCATE AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  LOCATE AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, LOCATE AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, AT ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, ALL DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, DIRECTIONAL CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, CHANGES AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  AND ALL PROPERTY LINE CORNERS AND TERMINATIONS, AND ALL PROPERTY LINE CORNERS AND TERMINATIONS,  ALL PROPERTY LINE CORNERS AND TERMINATIONS, ALL PROPERTY LINE CORNERS AND TERMINATIONS,  PROPERTY LINE CORNERS AND TERMINATIONS, PROPERTY LINE CORNERS AND TERMINATIONS,  LINE CORNERS AND TERMINATIONS, LINE CORNERS AND TERMINATIONS,  CORNERS AND TERMINATIONS, CORNERS AND TERMINATIONS,  AND TERMINATIONS, AND TERMINATIONS,  TERMINATIONS, TERMINATIONS, TYP. 2. 3/4"  X14 GA. PICKET 3/4"  X14 GA. PICKET   X14 GA. PICKET 3. 1-1/2"X14 GA. RAIL (TOP & BOTTOM) 1-1/2"X14 GA. RAIL (TOP & BOTTOM) X14 GA. RAIL (TOP & BOTTOM) 4. 2" X 12 GA. POST W/ CAP, TYP. 2" X 12 GA. POST W/ CAP, TYP. 5. FINISH GRADE AT RESIDENTIAL LOT PAD FINISH GRADE AT RESIDENTIAL LOT PAD 6. CONSTRUCT ON PROPERTY LINE UNLESS OTHERWISE NOTED ON APPROVED PLAN CONSTRUCT ON PROPERTY LINE UNLESS OTHERWISE NOTED ON APPROVED PLAN 7. TOP OF CONCRETE FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE TOP OF CONCRETE FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  OF CONCRETE FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE OF CONCRETE FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  CONCRETE FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE CONCRETE FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE FOOTING EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE EXPOSED MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE MIN. 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE 1" ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE ABOVE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE EXISTING GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE GRADE SLOPE TO DRAIN, TYP. MINOR CONCRETE  SLOPE TO DRAIN, TYP. MINOR CONCRETE SLOPE TO DRAIN, TYP. MINOR CONCRETE  TO DRAIN, TYP. MINOR CONCRETE TO DRAIN, TYP. MINOR CONCRETE  DRAIN, TYP. MINOR CONCRETE DRAIN, TYP. MINOR CONCRETE  TYP. MINOR CONCRETE TYP. MINOR CONCRETE  MINOR CONCRETE MINOR CONCRETE  CONCRETE CONCRETE AS DEFINED IN SECTION 71-5B OF THESE STANDARDS. 8. FINISH GRADE BEHIND REAR PROPERTY LINE (SLOPE VARIES) FINISH GRADE BEHIND REAR PROPERTY LINE (SLOPE VARIES) 9. COMPACTED SUBGRADE TO 90% RELATIVE DENSITY, TYP. COMPACTED SUBGRADE TO 90% RELATIVE DENSITY, TYP. 10. 2" INCH THICK 3/4" CRUSHED ROCK. 2" INCH THICK 3/4" CRUSHED ROCK. NOTES:  1. ALL FENCE PARTS TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED ALL FENCE PARTS TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  FENCE PARTS TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED FENCE PARTS TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  PARTS TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED PARTS TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED TO BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED BE PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED PREFINISHED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED BLACK POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  POWDER COATED TUBULAR STEEL, ALL FULLY WELDED POWDER COATED TUBULAR STEEL, ALL FULLY WELDED  COATED TUBULAR STEEL, ALL FULLY WELDED COATED TUBULAR STEEL, ALL FULLY WELDED  TUBULAR STEEL, ALL FULLY WELDED TUBULAR STEEL, ALL FULLY WELDED  STEEL, ALL FULLY WELDED STEEL, ALL FULLY WELDED , ALL FULLY WELDED  ALL FULLY WELDED ALL FULLY WELDED  FULLY WELDED FULLY WELDED  WELDED WELDED CONSTRUCTION AND INSTALLATION. GRIND SMOOTH ALL WELDS.  GRIND SMOOTH ALL WELDS. 2. ALL PAINT AND PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  ALL PAINT AND PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   PAINT AND PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  PAINT AND PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   AND PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  AND PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  PRIMER SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  SHALL BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  BE APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  APPLIED TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  TO CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  CLEAN SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL  SURFACES IN 5 MIL. COATS. FINISH COLOR SHALL   IN 5 MIL. COATS. FINISH COLOR SHALL  IN 5 MIL. COATS. FINISH COLOR SHALL   5 MIL. COATS. FINISH COLOR SHALL  5 MIL. COATS. FINISH COLOR SHALL   MIL. COATS. FINISH COLOR SHALL  MIL. COATS. FINISH COLOR SHALL   COATS. FINISH COLOR SHALL  COATS. FINISH COLOR SHALL   FINISH COLOR SHALL  FINISH COLOR SHALL   COLOR SHALL  COLOR SHALL   SHALL  SHALL  MATCH POWDER COAT SHEEN, AND BE RUSTOLEUM TYPE PAINT OR APPROVED EQUAL. 3. FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION. FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION. 4. DESIGN ENGINEER TO SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO DESIGN ENGINEER TO SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO  ENGINEER TO SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO ENGINEER TO SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO  TO SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO TO SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO  SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO SUBMIT MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO  MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO MODIFIED FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO  FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO FOOTING DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO  DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO DESIGN DETAIL TO CITY FOR APPROVAL PRIOR TO  DETAIL TO CITY FOR APPROVAL PRIOR TO DETAIL TO CITY FOR APPROVAL PRIOR TO  TO CITY FOR APPROVAL PRIOR TO TO CITY FOR APPROVAL PRIOR TO  CITY FOR APPROVAL PRIOR TO CITY FOR APPROVAL PRIOR TO  FOR APPROVAL PRIOR TO FOR APPROVAL PRIOR TO  APPROVAL PRIOR TO APPROVAL PRIOR TO  PRIOR TO PRIOR TO  TO TO CONSTRUCTION WHEN VIEW FENCE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  WHEN VIEW FENCE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE WHEN VIEW FENCE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  VIEW FENCE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE VIEW FENCE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  FENCE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE FENCE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE TERMINAL POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE POST CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE CANNOT BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE BE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  CONSTRUCTED PER THIS DETAIL AS IN THE CASE CONSTRUCTED PER THIS DETAIL AS IN THE CASE  PER THIS DETAIL AS IN THE CASE PER THIS DETAIL AS IN THE CASE  THIS DETAIL AS IN THE CASE THIS DETAIL AS IN THE CASE  DETAIL AS IN THE CASE DETAIL AS IN THE CASE  AS IN THE CASE AS IN THE CASE  IN THE CASE IN THE CASE  THE CASE THE CASE  CASE CASE OF A KEYSTONE BLOCK CONFIGURATION.
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NOTES:  1. CUT BOUNDARIES SHALL BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF CUT BOUNDARIES SHALL BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF  BOUNDARIES SHALL BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF BOUNDARIES SHALL BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF  SHALL BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF SHALL BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF  BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF BE CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF  CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF CUT TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF  TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF TO DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF  DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF DEPTH OF   THE SLAB THICKNESS AND THE REMAINDER OF  OF   THE SLAB THICKNESS AND THE REMAINDER OF OF   THE SLAB THICKNESS AND THE REMAINDER OF    THE SLAB THICKNESS AND THE REMAINDER OF 13 THE SLAB THICKNESS AND THE REMAINDER OF THE SLAB THICKNESS AND THE REMAINDER OF  SLAB THICKNESS AND THE REMAINDER OF SLAB THICKNESS AND THE REMAINDER OF  THICKNESS AND THE REMAINDER OF THICKNESS AND THE REMAINDER OF  AND THE REMAINDER OF AND THE REMAINDER OF  THE REMAINDER OF THE REMAINDER OF  REMAINDER OF REMAINDER OF  OF OF THE DEPTH SHALL BE REMOVED WITH A JACKHAMMER.  2. THE CHIPPED EDGES REMOVED WITH A JACKHAMMER SHALL TAPER INWARD.THE CHIPPED EDGES REMOVED WITH A JACKHAMMER SHALL TAPER INWARD.
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